COMPACTED SELECT
EARTH

LIMITS OF TRENCH AND
CULVERT EXCAVATION 206.02

SLOPE, SHEETING & BRACING PER
OSHA SPECIFICATIONS. TRENCH
SHIELD OR SHEETING TO BE LIFTED
ABOVE THE SPRING LINE 0OF PIPE
ENVELOPE.

— HAUNCH AREA: STONE
BEDDING TO BE THOROUGHLY
COMPACTED 0OUT 1O SIDES
OF TRENCH WALLS BEFORE
PLACING INITIAL BACK FILL

e

SPRING LINE

SELECT GRANULAR——////////

FILL ITEM 203.07 \ | )
UNDISTURBED EARTH
. STONE BEDDING
ITEM 203.0951 EARTH: 6" MIN
ROCK: 4" MIN,

SHEETING OR  [SLOPING
TRENCH SHIELD WALLS

NOTE:

WHERE DRAIN LINE CROSSES PREVIOUSLY INSTALLED SANITARY SEWER,

WATER OR GAS MAIN, ETC. TRENCH SHALL BE EXCAVATED DOWN TO THE
PREVIOUSLY LAID CONDUIT AND BACKFILLED WITH COMPACTED #2 CRUSHER RUN
STONE TO INSURE ADEQUATE SUPPORT

DRAIN LINE BEDDING DETAIL
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